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584 | End Plate D Bronze B 62 Alloy C83600 1
583 | End Plate C Ductile Iron A 536 Gr.65-45-12 1
430 | Hinge Pin B Stainless Steel A 276 Type 304 1
384 | Pin Stainless Steel A 276 Type 304 2
355 | Body O-Ring Rubber (Buna N) D 2000 Bk 707 1
354 | Disc O-Ring Rubber (Buna N) D 2000 BK 707 1
353 | O-Ring D Rubber (Buna N) D 2000 BK 707 1
352 | O-Ring C Rubber (Buna N) D 2000 BK 707 2
351 | O-Ring B Rubber (Buna N> D 2000 BK 707 2
324 | Gasket A, B Non Askestos Sheet 2
234 | Socket Heod Bolt Stainless Steel A 276 Type 304 {set
210 | Eye Bolt Golvanized Steel 1
198 | End Plate Bolt A,B | Zinc Plated Steel | A 307 Grade B aset
161 | Key Stainless Steel A 276 Type 304 2
159 | Hinge Pin A Stainless Steel A 276 Type 304 1
153 | Body Bolt Zinc Plated Steel | A 307 Grode B 1€t
140 | End Plate Bolt C,D | Zinc Plated Steel A 307 Grode B aset
062 | Disc Seat Ring Stainless Steel A 276 Type 304 1
061 | Body Seat Ring Stainless Steel A 276 Type 304 1
057 | End Plate (B) Ductile Iron A 536 Gr.65-45-12 1
047 | Body B. Ductile Iron A 536 Gr.65-45-12 1
020 | Sleeve Bronze B 62 Allay (83600 2
015 | End Plate (A) Ductile Iron A 536 Gr.65-45-12 1
003 | Disc Ductile [ron A 536 Gr. 65-45-12 1
001 | Body A. Ductile [ron A 536 Gr.65-45-12 1
NO. PARTS MATERIAL ASTM. DESIGNATION. QTY
MATERIAL  LIST

HYDRO ~ SHELL 500 PSI.

HYDROD ~ VALVE  SEAT 250 PSI.

HYDRO ~ BACK SEAT - PSI.

AIR  SEAT - PSI.

STEAN - PSI.

TEST  PRESSURE
WORKING ~ PRESSURE 250 PSI.
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